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Yag Tablosu Lubricant Table Schmiere Tabelle
Firma
Yag Cinsi ISO Viskozite Siifi |  Kullamim Sicakhig F.1rm
Lubricant ISO Viscocity Class | Usage Temparature Firma
Art des Vizkozitéits Klasse | Gebrauchstemperature A . bp
somiasfes| 15 © Mobil| 1% D sccd| e
Degol | Mobilgear | Energol | Omala Belgear Spartan
1SOVG 320 0.0 100 BG320| 632 | GRXP320 | 320 | M-320-Siiper| SEM 1320} Ep 359
Degol | Mobilgear | Energol |Omala Belgear Spartan
ISO VG 220 -5 t100 BG220 | 30 | GRXD220 | 220 | M-220-Siiper| GEM 1220| RS0
Mineral Yag
Mineral Oil
Minerallol
Degol | Mobilgear | Energol | Omala Belgear Spartan
ISOVG 150 e 100 BG 150 629 GR-XP150 | 150 | M-150-Siiper GEM 1130 EP 150
Degol | Mobilgear | Energol | Omala Belgear Spartan
ISO VG 100 S +100 BG 100 627 GR-XP100 | 100 | M-100-Siiper GEM 1 100 EP 100
Degol | Gylgoyle Enersyn Syntheso | Glycolube
IS0 VG 320 2340 Ge00 | 320 | SG-XP320 D320EP | 320
Degol | Gylgoyle Enersyn | Tivela Syntheso
IS0 VG 220 23 +140 GS 220 220 SG-XP220 | WB D 220 EP
Sentetik Yag
Synthetic Oil
Synthetisch Ol
Syntheso
Degol Enersyn
ISO VG 150 -30........ +140 GS 150 SG-XP150 D 150 EP
Enersyn
Syntheso
ISO VG 100 -30........ +140 SG-XP100 D 100 EP




